
PRODUCT NAME

QUALITY CODE BUCK COMPOSITION

QUALITY DESCRIPTION artificial leather WIDTH

PRODUCT CATEGORY PVC H - REPEAT

COLLECTION artificial leathers V - REPEAT

COLLECTION 2 RAIL ROAD

CARE INSTRUCTIONS Z MARTINDALE

RECOMENDED USE U WEIGHT

UPHOLSTERY SPECIFICATION SC - SEVERE CONTTRACT ROLL LENGTH

FINISH ORIGIN

LEAD BAND TARRIF

TESTING COMMENT RESULT

ABRASION ISO 12947 Martindale 51200

SEAM SLIPPAGE ISO 13936-2 Weft-Warp / Warp-Weft 8% / 19%

TENSILE STRENGTH ISO 13934 Warp / Weft >550N / >350N

TEAR STRENGTH ISO 13937 Perpendicular to Warp / Weft 44N / 60N

MARTINDALE PILLING ISO 12945-2 (Min level 3) N/A

TUMBLE PILLING 3/4 Light, 6/7 Dark

FASTNESS TO LIGHT ISO 105 B02 4/5

FASTNESS TO RUBBING - WET ISO 105 X12 Warp / Weft (Min level 3) 4/5

FASTNESS TO RUBBING - DRY ISO 105 X12 Warp / Weft (Min level 4)

FASTNESS TO SHAMPOO

FASTNESS TO PERSPIRATION

FASTNESS TO WATER ISO 105 E01 (Min level 4)

FASTNESS TO SOLVENT ISO 105 D01 Min level 4)

FASTNESS TO WASHING ISO 105 C06 (Nin level 4)

SHRINKAGE ISO 3175 - Warp / Weft

ANTI-BACTERIAL / FUNGAL

FR C&M BS 5852  Source 0 & 1 Pass

FR CRIB 5 BS 5852  Source 5 Pass

FR CC BS 5867 Part 2 Type B Pass

FR EN C&M EN 1021  Part 1 & 2 Pass

FR NF P 92 503

FR B Pass

FR IMO IMO A652 (16)

COMMENTS

Breaking Elongation ISO 1421, Met 1

59032090

BUCK

FACE : 94% PVC, 6% PU BASE : 100% Cotton

140 cm

PLAIN

PLAIN

50000

610 g/m2

25

EU


